
MIN.1/2" SLOPE PER FT.

INVERT WIDTH
SAME AS PIPE

DEPTH OF TROUGH TO BE
AT LEAST 1/2 I.D. OF PIPE

10 1/2" MIN. CONCRETE 
BELOW THE INVERT

    AVAILABLE IN 2' TO 4'
   HEIGHTS DEPENDING
ON PIPE SIZE & LOCATION

INVERT TROWLED SMOOTH TO PRODUCE AN EVEN  AND UNOBSTRUCTED FLOW

S TAN D AR D  7 2 " M AN H O LE  S TR A IG H T B AS E  S E C T IO N

MEETS OR EXCEEDS ASTM C478
           ---4000 # REINFORCED CONCRETE IN 28 DAYS

TYPE TP-190 GASKET FOR SNAP RING JOINT PER ASTM C443

H20 LOAD RATING

    DATE: 8/10/09       SCALE: 3/8" = 1'

      SPECIAL EXPANDED 
   BOTTOMS CAN BE MADE
  DEPENDING ON SPECIFIC
    DESIGNS NEEDED PER
JOB. CALL FOR AVAILABILTY.

72"

7"

10" MIN.

PH. 903-593-8633
FAX 903-593-8862

WELDED WIRE
3x8 w3 x w2.5

#4 REBAR ON 10"
CENTERS EACH WAY


